
5088 1928 2399

+ 6,5

6005 5000 2650 5287

*** Given concrete height is calculated according to normal ground conditions.
Exact value has to be defined by the constructor according to the job site ground structure. 
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CONCRETE PLANTS & CRUSHERS

CODE

B 20 x 700 x 700

QTY
ANCHOR

SIZE (mm)
PLATE load per frame leg

8 10 TON

ANCHOR PLATE TABLE

NAME

2.CHASSIS

A-B-C-D   ANCHOR PLATES

A 20 x 700 x 700 8 10 TON 1.CHASSIS

WARNING !...
THIS PROJECT IS ONLY SHOWING THE INSTALLATION OF MACHINES.
THE CONCRETE PROCESS WILL BE PROVIDED BY THE BUYER IN
ACCORDANCE WITH THE DYNAMIC AND STATIC LOADS PROVIDED..
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TOTAL POWER: 460 kW

3x95+50 TTR
Cable lengt defined for max 50
meter between main electric hause.

WATER CONSUMPTİON : 1 M3/H
WATER FLOW RATE :10 M3/H

3x185+120 TTR
Cable lengt defined for max 50
meter between main electric hause.

300

65
0 65
0

65
0

20
0

Water

200

Electric

200

Electric

37599 15144

AutoCAD SHX Text
B

AutoCAD SHX Text
B

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
A

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
A

AutoCAD SHX Text
2

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
1

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
F

AutoCAD SHX Text
6

AutoCAD SHX Text
700

AutoCAD SHX Text
700


	Sheets and Views
	Model


